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Build your pet a styl ish home from a half sheet of plywood. Download my 
plans above for an easy cut layout,  and let the sawdust f ly !  In just a few 
hours,  you cat or dog wil l  thank you for the styl ish new digs. Note: This 

house is s ized for a small  cat or dog. 
 
 

 
CUT LIST 

See Diagrams 
below for full 
instructions 

 
 
 
 
 

MATERIALS 
(1) ¾” x 4’ x 4’ 
Plywood Panel 

Sandpaper 
Wood Glue 

1 ½-inch nails 
1 ¼-inch nails 

 
 

TOOLS 
Circular Saw 

Jigsaw 
Drill/Driver 

Nailer 
Sander 

 
 

 
S T E P  1  –  L A Y O U T  T H E  C U T S  
To begin, Mark the plywood using my diagram in the downloadable plans above. 
Apply painter’s tape to the plywood, and mark the cut l ines with a marker. 
Covering the cut l ines with painter’s tape wil l  reduce chipping during the cuts.  



 
S T E P  2  –  S E T  T H E  S A W  
Set the bevel on the circular saw to 50-degrees for the f irst two cuts.  
 
S T E P  3  –  M A K E  T H E  C U T S  
Section the plywood into four pieces using two beveled cuts and one cut at zero-
degrees, as noted on the diagram in the downloadable plans above.  
 
S T E P  4  –  M A K E  T H E  D O O R  
Using a dri l l/driver ,  bore a hole inside the door outl ine. Place the blade of a j igsaw 
into the hole, and then cut the outl ine.  
 
 
S T E P  5  –  A S S E M B L E  T H E  F R O N T ,  B A C K  A N D  S I D E S  
Apply wood glue to the front and back edges of the side panels.  Posit ion the sides 
between the front and back panels. Using a nailer ,  drive 1½ - inch nails through the 
front and back panels and into the edges of the side panels.  
 
S T E P  6  –  A T T A C H  T H E  R O O F  
Apply wood glue to the top edges of the assembled base. Posit ion the roof panels.  
Drive 1½ - inch nails through the roof panels and into the front and back panels.   
 
S T E P  7  –  A D D  T H E  C H I M N E Y  
Cut the chimney pieces to s ize. Apply wood glue between the pieces, and then nail  
them together with 1½ - inch nails .  Center the chimney on the left  roof panel.  
Outl ine the chimney on the roof. Apply wood glue to the underside of the chimney. 
Posit ion the chimney, and then nail  through the base of the chimney and into the 
roof.   
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